SOUL

02.050.2013.03.930.DALI
SOUL Surface Darklight 930, 24d., L=69mm, DALI, black
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TECHNICAL DATA

Luminaire power
Luminaire luminous flux
Luminaire luminous flux DI
Luminaire luminous efficacy
Type of diffuser/plate
Distribution angle

Color temperature

Color rendering index
Lifetime Lxx Bxx

Type of control

The color of the housing

P

Supply voltage

Mass

ce [

6W
390 Im

390 Im

65 Im/W

Darklight

24°

3000 K

90

L70B50@60.000h
DALI

Black RAL9005

IP20

220-240 VAC, 50/60 Hz

022 kg

LIGHTING

! SPECTRA

Application: entrance halls, apartments, offices
Housing: aluminum, powder coated

Power Supply: electronic, complete with
luminaire

Other: Additionally, an accessory for surface or
recessed mounting must be selected
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The dimensions and technical information provided are for reference only. Actual data may slightly differ due to the manufacturing process. Luminous flux and wattage tolerance
+/- 7%. Spectra Lighting reserves the right to change the presented materials and technical parameters of products without prior notice. The photos show an illustrative
representation of products and colors. The finish, color and appearance of the optics depend on the choice of the luminaire and may be different than shown in the photo.

Date of update: 05.05.2026
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SOUL ')> SPECTRA

02.050.2013.03.930.DALI LIGHTING
SOUL Surface Darklight 930, 24d., L=69mm, DALI, black

Accessories
Housings
Housing for surface-mounting, 3XxLED - complete with power supply ON/OFF (7W, 500mA)

Code Name

02.050.2002.01 Housing for surface-mounting, 3xLED, White - complete with power supply ON/OFF
(7W, 500mA)

02.050.2002.03 Housing for surface-mounting, 3xLED, Black - complete with power supply ON/OFF
(7W, 500mA)
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Grips
Holder for recessed installation, frameless, 3XLED

Code Name

02.050.0002.01 Holder for recessed installation, frameless, 3xLED White

02.050.0002.03 Holder for recessed installation, frameless, 3xLED, Black

The dimensions and technical information provided are for reference only. Actual data may slightly differ due to the manufacturing process. Luminous flux and wattage tolerance
+/- 7%. Spectra Lighting reserves the right to change the presented materials and technical parameters of products without prior notice. The photos show an illustrative
representation of products and colors. The finish, color and appearance of the optics depend on the choice of the luminaire and may be different than shown in the photo.
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SOUL IS sPECTRA
02.050.2013.03.930.DALI ] LIGHTING

SOUL Surface Darklight 930, 24d., L=69mm, DALI, black

Holder for recessed installation, with frame, 3xLED

Code Name

02.050.1002.03 Holder for recessed installation, with frame, 3xLED, Black

02.050.1002.01 Holder for recessed installation, with frame, 3XLED White
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The dimensions and technical information provided are for reference only. Actual data may slightly differ due to the manufacturing process. Luminous flux and wattage tolerance
+/- 7%. Spectra Lighting reserves the right to change the presented materials and technical parameters of products without prior notice. The photos show an illustrative
representation of products and colors. The finish, color and appearance of the optics depend on the choice of the luminaire and may be different than shown in the photo.
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