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Recommendation Reasons: 
Tall buildings with long viewing distances: Recom-
mend products with large light-emitting areas; flat 
neon strips offer better integration.
Extreme cold/hot areas: Recommend AF series prod-
ucts, featuring superior weather resistance, single-end 
cascading up to 50m, and comprehensive light color & 
control options.
Non-extreme climates: Optional AH series neon strips 
with higher luminous efficiency; supports arbitrary 
cutting for precise length adaptation.
ENP end caps: No dark-area end caps, Ensures better 
splicing integration.

Model RecommendationHigh-rise Landmark
Buildings



AFT1616 AFS1616

AHS1616AHT1616

AFS1217AFT1312

AHT1312 AHS1217

Recommendation Reasons: 
Tall buildings with long viewing distances: Recom-
mend products with large light-emitting areas; flat 
neon strips offer better integration.
Extreme cold/hot areas: Recommend AF series prod-
ucts, featuring superior weather resistance, single-end 
cascading up to 50m, and comprehensive light color & 
control options.
Non-extreme climates: Optional AH series neon strips 
with higher luminous efficiency; supports arbitrary 
cutting for precise length adaptation.
ENP end caps: No dark-area end caps, Ensures better 
splicing integration.
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Public Cultural
Buildings



Side mounting aluminum 
groove

Moldable groove

AFT1312 AFS1217

AHT1312 AHS1217

Recommendation Reasons: 
Commercial buildings (short viewing distances): Rec-
ommend products with small to medium light-emit-
ting areas.
Neon installation in commercial areas (high length 
dimension requirements): Recommend AH series (free 
cutting, higher luminous efficiency); 15m-long cascad-
ing products are optional.
For ambient lighting and control-type products: Rec-
ommend AF series with richer light color control.
ENP end caps: No dark-area end caps, Ensures better 
splicing integration.
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Scenario Case
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CREATING AN IDEAL LIGHTING SPACE FOR THE WORLD

AC Series

/

IP65

AH Series

Free cutting series

Applications in facade lighting / landscape lighting

Top bend：1312/1615/1616/2020/1312U
Side bend：1217/1616/2020/1224

7 Years

24V-10m/R；48V-20m/R

SDCM<5

-20°C~+50°C
Temperature resistant

Length(white light)

IP67

AW Series

Under-water use series AC230V series

Applications in  swimming pool / underwater Applications in bridge lighting / landscape lighting

Top bend：2020
Side bend：2020

Top bend：1312
Side bend：1217/1224

5 Years 5 Years

24V-5m/R

/

-20°C~+50°C

IP68

Temperature resistant

-20°C~+50°C
Temperature resistant

Length(white light)

230V-50m/R
Length(white light)

AF Series

Weather fastness series

Top bend：1312/1615/1616/2020/1312U
Side bend：1217/1616/2020/1224

Applications in facade lighting / landscape lighting

Temperature resistant

Length(white light)

7 Years

IP67

-40°C~+60°C

SDCM<5

24V-10m/R；48V-20m/R
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AN Series

Sauna use series

Applications in sauna room

Top bend：1312/1615
Side bend：1217

5 Years

24V-15m/R

/

-40°C~+110°C

IP67

Temperature resistant

Length(white light)
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More Recommendations


